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ASSI A CARRAGGIATA VARIABILE

SPECIALAXLE

• Track variation is independent, with no operator act.
• The option to choose between two different positions makes it possible to comply when fully closed, it respects the limit of road circulation.
• When fully opened, greater attention on soil surface and compaction. Ground pressure is distributed, thus increasing crop yield.

• Die Anpassung der Spur erfolgt autonom, ohne dass der Nutzer manuell eingreifen muss.
• Durch die beiden möglichen unterschiedlichen Positionen können die Vorschriften der Straßenverkehrsordnung in Bezug auf die Fahrzeugbreite mit der 
Standardspur eingehalten werden, wenn die Achse komplett eingezogen ist.
• Stärkere Aufmerksamkeit für den Boden und die Bodenverdichtung. Der Druck auf den Boden wird besser verteilt und der Ernteertrag wird erhöht.

• La variazione di carreggiata è autonoma, senza che 
l’operatore debba intervenire manualmente.

• La possibilità di scegliere tra due differenti carreggiate 
consente, quando l’assale è completamente chiuso, 
di rispettare i limiti di sagoma imposti dal codice di 
circolazione stradale.

• Quando completamente aperto, maggiore attenzione 
per il terreno e la sua compattazione. La pressione sul 
suolo viene meglio distribuita, incrementando così la resa 
e il raccolto.


